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Focus on Bulgaria

The panel industry in Bulgaria

The furniture industry in Bulgaria

NFB: Natural FiberBoard
a new natural product brand

Notural FiberBoard |

Sesa: innovative, increasingly realistic finishes

Bup utensili, tools and accessories for
working with wood

Grass, glass as a value-added factor

€ 8,00
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Elesgo, radiant success

ESH technology

“We covet whal toe see’: very offen, it

La tecnologia ESH

“5i desidera intensa-
mente cit che si ve is emofional influences that deterni
de”; gli influssi emo- - ne whether a product is purchased
tivi decidono Pacgui- " ar refectecd.
sto o il rifiuto di un The actual inirinsic
prodotto, T valori  intrin- values, such as
seci, come ad esempio la funziona functionality, loug

litd, la durata, le proprietia tecniche e /o service life, techni-

le propricti d'impiego, pur essenda rilevant, cal and/or utility
vengono spesso considerite secondarie. Quasi sem characteristics efc. are
pre € lI'occhio umano a stabilire il primo contatto con le important, but are often

cose. Olire alla forma, sopratutio la percezione della su- constdered only from a second-
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petficie svolge un ruolo imporante.

La tecnologia innovativa di indurimento tramite fascio
elettronico (ESH) ha lo scopo di perfezionare le carte de-
corative, al fine di abbinare al valore ottimale, proprieti
d'impiego straordinarie.

Cuesto scopo @ stato mggiunto, in quanto ¢ stato possi-
bile migliorare sostanzialmente sia le proprietd tecniche
{ad es. la resistenza alla graffiatura € quella all'usura), sia
le caratteristiche visive e di contatto, rispeno alle superfi-
¢l tradizionali. Ricorrendo a speciali combinazioni di ma-
terie plastiche autocombinanti, anche le pil piccole stu-
mature delle stampe decorative utilizzate vengono ripro-
dotte con espressivitd.

ary point of view. Almost alweays, it is the buman eye that
establizshes tnitial contact with objects.

Apart from the form of the objects, it is above all our per-
ception of the surface that plays a central role.

The declared objective was to upgrade decor papers in
stich a way that they showld be given optimum value com-
bined wirth excellent application characteristics.

This objective was achieved, because the technical cha-
racteristics such as scratch and wear resistance as well as,
esprecially, the visual and tactile features compared with
conventional surfaces, were o some extent considerably
improved, By the wuse of special, own-formula acryl resin
conmbinations, even minute nuances of the decor print are
expressively reproduced.

This brilliant visnal appearance of the refrroduction is
tirtigiue, especially fin the bigh gloss area, and particularly
with dark decors.

Bt also the tactile effect, the feeling experienced by lowch,
is something spectal. Because of the relatively low thermel
conductivity of the acryl resins employed, the surfaces feel
Pleasantly warm and satiny,

A further bip advantage of EBC-cured surfaces is the fine,
closed sturface which ensures that dint particles cannot
adbere 1o the surface. EBC surfaces are therefore exire-
mely easy o clean and motsture-resistant,

DTS is able to supply a wide range of different rates of
Gloss and structures in accordance with customers” re-
quirements:

» super-matt surfaces with Soft Touch tactile effect and
gloss <10 (measured at 60° ace. o DIN EN 2813), also
with extremely dark decors

s up fo extremely scraich resistiant, bigh gloss surfaces
forldwide wnigue, for example, is the manufacture of a

hiph ploss laminate flooring surface with a gloss rate of

=85 (measured at 60° ace, to DIN EN 2813), and scratch
resistance of =5 Newton),

o parious different structures (wood pores, diamond,
brushed etc.)

With the variations of lacquer blends and application
gueantities as well as the numerows different release foils,
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